



Tillamook County Short-Term Rental program is accepting existing emergency escape & rescue openings based on the following table.
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If the existing window does not meet the maximum sill height requirement, the step in the diagram below is accepted as a temporary measure for the current inspection.

The window will need to be lowered and the step removed prior to the 3-year reinspection.
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R Minimum Minimum inimum Opening
NetOpening | Opening Height Width
1961 UBC - NoRequirement | NoRequirement | NoRequirement | _NoRequirement
1964 UBC - 8" 5.0 Square Ft. 24"
1970 UBC 5.0 Square Ft. 22"
1973UBC-19740SSC_| March1, 1974 8" 5.0 Square Ft 22"
1976 UBC-19780SSC_| March1,1978 " 5.7 Square Ft. 20
5.0 Square Ft.
At Grade Floor . .
20001RC-2003ORSC |  April1,2003 a Sy 2% 20

All Others
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An egress window must have 2 clear opening with & minimum
of 20" wide and 24" high and with sufficient dimension to
tesultin a minimum clear opening of 5.7 5q. fL. except egress
vindows with sills within 44 of grade may have a minimum
clear opening of 5 5g. It

Avindosw vith only miimum widih and ainimum height does

68" minimum ot meet the minimun area requirement.
ceiling height }

T
When a vindow is used for emergency

egress, the botiom of the clear opening
must be no more than 44 fiom the fioor.

Atexisting windows, a single step

0 higher than 12, a5 wide as the
window, and not less than 12" deep,
may be permanenly instalied to reduce
the height to the cpening i there is at
leas! § headroom above the slep.
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